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4,000 PSI CONCRETE
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6" GALVANIZED STEEL PIPE FILLED WITH CONCRETE
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TOP OF GRADE OR PAVING
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OSHA SAFETY YELLOW VINYL SLEEVE 

AutoCAD SHX Text
1. DIMENSIONS,  COLORS,  AND DETAILS OF VARIOUS SIZE SIGNS, SHIELDS AND DIMENSIONS,  COLORS,  AND DETAILS OF VARIOUS SIZE SIGNS, SHIELDS AND ACCESSORY PANELS TO FOLLOW STANDARDS IN THE CURRENT "STANDARD HIGHWAY SIGNS PUBLICATION" AND THE CURRENT "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS". 2. ALL SIGNS SHALL BE OF THE ENCAPSULATED LENS TYPE. ALL SIGNS SHALL BE OF THE ENCAPSULATED LENS TYPE. 3. ALL SIGN MATERIALS SHALL BE MADE OF RETROREFLECTIVE SHEETING ON ALUMINUM ALL SIGN MATERIALS SHALL BE MADE OF RETROREFLECTIVE SHEETING ON ALUMINUM BLANKS MOUNTED ON GALVANIZED STEEL POSTS, ALL CONFORMING TO NJDOT STANDARD SPECIFICATIONS. 4. ALL CONCRETE SHALL HAVE A 28-DAY COMPRESSIVE STRENGTH OF 4,000 PSI. ALL CONCRETE SHALL HAVE A 28-DAY COMPRESSIVE STRENGTH OF 4,000 PSI. 5. ALL SIGNS LOCATED WITHIN LANDSCAPE AREAS SHALL BE POST-DRIVEN INTO THE ALL SIGNS LOCATED WITHIN LANDSCAPE AREAS SHALL BE POST-DRIVEN INTO THE GROUND WITH BREAKAWAY SIGN SUPPORTS. 6. ALL SIGNS INSTALLED WITHIN THE COUNTY RIGHT OF WAY (ROW) SHALL BE FABRICATED ALL SIGNS INSTALLED WITHIN THE COUNTY RIGHT OF WAY (ROW) SHALL BE FABRICATED USING 3M BRAND DIAMOND GRADE SHEETING, AND INSTALLED 7 FEET ABOVE FINISHED GRADE ON GREEN ALKYD PAINTED U POSTS WITH LAP SPLICE BREAKAWAY DEVICES. 7. NO SIGNS INSTALLED WITHIN THE COUNTY RIGHT OF WAY (ROW) SHALL BE PERMITTED NO SIGNS INSTALLED WITHIN THE COUNTY RIGHT OF WAY (ROW) SHALL BE PERMITTED TO BE INSTALLED IN CONCRETE OR CONCRETE FILLED STEEL PIPE.  8. BREAK AWAY CHANNEL POST TO BE INSTALLED PER NJDOT STANDARDS. BREAK AWAY CHANNEL POST TO BE INSTALLED PER NJDOT STANDARDS. 
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TUFF NUT LAP SPLICE SYSTEM OR AASHTO APPROVED EQUAL. 
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SET ROOTBALL ON FIRMLY TAMPED SUBSOIL NO DEEPER THAN BALL IS HIGH (TYP)  
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AutoCAD SHX Text
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BASE COURSE - SUPERPAVE ASPHALT MIXTURE SUPERPAVE ASPHALT MIXTURE DESIGN, HMA BASE COURSE, PG 64-22, LESS THAN 0.3 MILLION ESALS, 19 MM MIXTURE
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NOTES: 1. FENCE TO BE MONTAGE PLUS MAJESTIC 2, OR APPROVED EQUAL.FENCE TO BE MONTAGE PLUS MAJESTIC 2, OR APPROVED EQUAL.
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